Amendment to Claims 



What is claimed is: 

1 . ( Currently Amended ) A web serv e r system for a physical entity for 
authenticating that a user access request to the system is generated from a client system 
close to the physical entity , comprising 

a web server that g e n e rat e s cont e nt r e garding the physical e ntity in r e sponse to 
e xt e rnal r e qu e sts with th e w e b addr e ss of th e w e b s e rver for providing web content 
designed for an access request from the client system close to the physical entity ; 

a location beacon adjacent to the physical entity to transmit within a 
predetermined transmission range a first beacon signal containing the a web address of 
the web server and a location token that expires within a predetermined time period; 

a location auth e ntication b e acon adjac e nt to the physical entity to transmit a 
s e cond b e acon signal containing the web address and a customiz e d tok e n e ncrypted using 
a k e y; 

a location authentication module for authenticating that the client system having 
received the first beacon signal is still close to the physical entity wherein the location 
authentication module feat receives r e tri e v e s th e k e y from a first request including the 
web address, the location token, and the key from [[a]] the client system; 

a location authentication beacon adjacent to the physical entity and 
communicatively coupled to the location authentication module for receiving the key and 
the location token and for encrypting a customized location token that expires in a 
predetermined time period using the key and for transmitting a second beacon signal 
within the predetermined transmission range containing the web address and the 
customized token ; and 

responsive to receiving a second request from the client system including the 
customized token and the web address, the location authentication module causes the web 
server to provide content designed for an access request from the client system close to 
the physical entity. 
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that has captur e d th e first beacon signal if th e first r e qu e st contains th e koy and tho tokon 
that has not e xpir e d;, and caus e s the w e b serv e r to s e rvic e a second request from th e client 
syst e m if th e s e cond r e quest contains th e customized token that has not e xpired. 

2. (Currently Amended) The w e b s e rv e r system of claim 1, wherein responsive to the 
location token in the first request being expired, the location authentication module 
causes the web server to provide web content designed for an access request from a client 
system not close to the physical entity, us e s the key to d e crypt th e customiz e d tokon in 
order to authenticate that tho second requ e st is ind ee d from th e cli e nt system. 

3. (Currently Amended) The w e b s e rver system of claim 1, wherein the customized 
token also expires within a predetermined time period, wherein if the location 
authentication module determines that the customized token has expired, then the 
location authentication module does not cause the web server to service the second 
request. 

4. (Cancelled.) 

5. (Currently Amended) The w e b s e rv e r system of claim 1 , wherein the key is a 
random number generated by the client system. 

6. (Currently Amended) The web server system of claim 1, wherein the location 
authentication beacon further comprises 

a first token generator that generates the un-encrypted customized token 
using a stored secret key; 

a second token generator that encrypts the customized token using fee a 
random number key into the customized token ; 

a store that stores the customized token and the web address; 

a communication interface that receives the web address and the 
customized token from the store and transmits the second beacon signal. 

7. (Currently Amended) A system for authenticating the location of a client system 
accessing a web server system for a physical entity, comprising 

in the web server system, 
a location beacon adjacent to the physical entity to transmit within a 
predetermined transmission range a first beacon signal containing a web address 
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of the web server system and a location token that expires within a predetermined 
time period; 

a location auth e ntication b e acon adjac e nt to th e physical e ntity to transmit 
a s e cond b e acon signal containing the wob address and a customized tok e n 
e ncrypt e d using a k e y; 

a location auth e ntication modul e that (1) r e tri e v e s th e k e y from a first 
request from the client system if the first r e qu e st contains th e k e y and the 
un e xpir e d tok e n, and (2) caus e s a w e b s e rv e r of th e w e b s e rver syst e m to service a 
second r e qu e st from th e cli e nt syst e m if th e s e cond r e qu e st contains th e 
customiz e d tok e n that has not expired; 

a location authentication module for authenticating that the client system having 
received the first beacon signal is still close to the physical entity wherein the location 
authentication module receives a first request including the web address, the location 
token, and the key from the client system; 

a location authentication beacon adjacent to the physical entity and 
communicatively coupled to the location authentication module for receiving the key and 
the location token and for encrypting a customized location token that expires in a 
predetermined time period using the key and for transmitting a second beacon signal 
within the predetermined transmission range containing the web address and the 
customized token; 

responsive to receiving a second request from the client system including the 
customized token and the web address, the location authentication module causes the web 
server to provide content designed for an access request from the client system close to 
the physical entity; 

in the client system, 

a random number generator that generates the key; and 
a beacon receiver that receives the first and second beacon signals, 
wherein the beacon receiver generates the first request that includes the key and sends the 
customized token to a web browser of the client system such that authenticity and 
location of the client system is verified. 
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8 . (Currently Amended) The system of claim 7. wherein responsive to the location 
token in the first request being expired, the location authentication module causes 
the web server to provide web content designed for an access request from a client 
system not close to the physical entity. Th e system of claim 7. wh e r e in tho 
location auth e ntication module uses the key to decrypt the customiz e d tok e n in 
order to authenticate that tho s e cond r e qu e st is ind ee d from th e cli e nt syst e m. 

9. (Original) The system of claim7 ? wherein the customized token also expires 
within a predetermined time period, wherein if location authentication module 
determines that the customized token has expired, then the location authentication 
module does not cause the web server to service the second request. 

10. (Cancelled.) 

1 1 . (Original) The system of claim 7, wherein the beacon receiver further comprises 

a receiver circuit that receives the beacon signals and parse the tokens 
from the beacon signals; 

a processor coupled to the receiver circuit to control the receiver circuit to 
either receive the first beacon signal or the second beacon signal; 

a request generation module that generates the first request that contains 
the key. 

12. (Original.)The system of claim 7, wherein the location authentication beacon 
further comprises 

a first token generator that generates a token using a stored secret key; 

a second token generator that encrypts the token using the random number key 
such that the encrypted token becomes the customized token; 

a store that stores the customized token and the web address; 

a communication interface that receives the web address and the customized 
token from the store and transmits the second beacon signal. 

13. (Currently Amended) A method of authenticating the location of a client system 
accessing a web server system associated with a physical entity, comprising 

transmitting within a predetermined transmission range a first beacon signal 
containing a web address of the web server system and a location token that expires 
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within a predetermined time period from a location beacon adjacent to the physical 
entity; 

generating a random^ number key in the client system close to the physical entity 
and sending a first request from the client system to the web server system wh e n 
responsive to the client system r e c e iv e s receiving the first beacon signal, wherein the first 
request contains the web address, the location token and the key; 

retrieving the key from the first request in the web server system if the location 
token has not expired and encrypting a customized token that expires in a predetermined 
time period using the key; 

transmitting a second beacon signal within the predetermined transmission range 
containing the web address and the customized token from a location authentication 
beacon adjacent to the physical entity; and 

decrypting the customized token in the client system using the key to determine if 
the second beacon signal is intended for the client system. 

14. (Currently Amended) The method of claim 13, further comprising 

sending a second request to access the web server system if the customized token 
can be decrypted in the client system using the key, wherein the second request 
contains the web address of the web server system and the customized token which 
also e xpir e s within a predetermined time period ; 

causing the web server system to provide content designed for an access 
request from a client system close to the physical entity service responsive 
to the second request if the customized token in the second request has not 
expired; and 

causing the web server system not to service the second request if the 
customized token in the second request has expired. 

15. (Cancelled.) 
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